Stoves & Inserts
P: DINAK SOLUTIONS FOR BIOMASS

SOLUTIONS FORWOOD LOGS

DEKO wooD

Vitreous mild steel single wall chmney

DEKO PELLETS

Enamelled black single wall stove

ENAMELLED BLACK pipe with joint
SINGLE WALL ENAMELLED BLACK
C HIM N EY :I 0036 CPD 90220 045 SING I‘E WALI‘ 3036 CPD 90270 044
' PD
EN 1856-2 T600 N1 D Vm L80080 G(XX) NM CHIMNEY N 18569 7200 P W L 80080 040
EN 1856-2T450 N1 D Vm L80080 G375 NM
CeEO
SINGLE WALL SINGLE WALL
CHIMNEY CHIMNEY
DU & DU BLACK
Twin wall galvanized steel chimney DU PELLETS &
DW BLACK painted-paint to resist IDWJ PELLETS BLACK
INSULATED TWIN — up to 600°C . .
Twin wall galvanized steel
WALL CHIMNEY INSULATED TWIN = chimney
0036 CPD 90220 001 WALL CHIMNEY — DW BLACK painted-paint to resist
EN 1856-1 T600 N1 D V2 L.50040 G60 . up to 600°C
0036 CPD 90220 041
EN 1856-1 T200 P1 W V2 L50040 O00
EN 1856-1 T450 N1 W V2 L50040 G60
DINAFLEX
Stainless steel flexible twin wall liner
CONCENTRIC
FLEXIBLE LINER CHIMNEY

AISI 316L AISI 904L

0036 CPD 90220 043 0063 CPD 56981
T200PTWVmL300100  T200P1WV2L70010 0
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