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DINAK SOLUTIONS FOR BIOMASS

Vitreous mild steel single wall chimney

EN 1856-2 
T600 N1 D Vm L80080 G375 NM

Vitreous mild steel, thickness 0.8 mm

- Stoves
- Inserts

Single wall chimney 

Chimney
EN 1856-1 T200 P1 W L50040 O30
Connecting flue pipe
EN 1856-2 T600 N1 D V2 L50040 G375
Liner
EN 1856-2 T600 N1 W V2 L50040 G(3xØ≥375)

Ø 125 to Ø 300 Ø 125 to Ø 200Ø 125 to Ø 200 Ø 80 to Ø 200
 Stainless Steel AISI 316L - 1.4404

- Stoves
- Inserts

Twin wall chimney

EN 1856-1T600 N1 W V2 L50040 G60

 - Inside wall:
   Stainless Steel AISI 316L - 1.4404
 - Outside wall:
   Stainless Steel AISI 304 - 1.4301
   Aluminized steel
   Copper
 - Insulation: Mineral wool

- Stoves
- Inserts

Enamelled black single wall 
stove pipe with joint

EN 1856-2 
T200 P1 W Vm L80080 O40
T450 N1 D Vm L80080 G375 NM

Vitreous mild steel, 
thickness 0.8 mm

- Stoves
- Inserts

Stainless steel flexible twin wall liner

AISI 316L
T200 P1 W Vm L50010 O
T600 N1 W Vm L50010 G
AISI 904L
T200 P1 W V2 L70010 O
T450 N1 W V2 L70010 G

Stainless Steel AISI 316L - 1.4404
Stainless Steel AISI 904L - 1.4539

For renovations, if there is no 
possiblity to install rigid chimneys

- Stoves
- Inserts

Single wall chimney with joint, 
black painted-paint to resist up 
to 600ºC

Single wall chimney with joint

Chimney 
EN 1856-1 T200 P1 W L50040 O30
Connecting flue pipe 
EN 1856-2 T600 N1 D V2 L50040 G375
Liner
EN 1856-2 T600 N1 W V2 L50040 G

Stainless Steel AISI – 1.4404
Paint to resist up to 600ºC

- Stoves
- Inserts

Stainless Steel AISI – 1.4404

- Stoves
- Inserts

Twin wall chimney

EN 1856-1 
T200 P1 W V2 L50040 O00
T450 N1 D V2 L50040 G60
T600 N1 D V2 L50040 G60

 - Inside wall:
   Stainless Steel 
   AISI 316L - 1.4404
 - Outside wall
   Stainless Steel 
   AISI 304 - 1.4301
   Aluminized steel
   Copper
 - Insulation: Mineral wool 

- Stoves
- Inserts

0036 CPD 90220 044
Chimney
0036 CPD 90220 004 
Connecting flue pipe 
0036 CPD 90220 038
Liner
0036 CPD 90220 020

0036 CPD 90220 001

0036 CPD 90220 043

AISI 316L
0036 CPD 90220 045

AISI 904L
0063 CPD 56981

DESCRIPTION

CE CERTIFICATE

DESIGNATION

MATERIALS

APPLICATIONS

DEKO WOOD

DIAMETERS

Ø 80 and Ø 100Ø 80 and Ø 100Ø 80 and Ø 100 Ø 80 and Ø 100DIAMETERS

DINAFLEXDW 

COMMON SOLUTIONSSOLUTIONS FOR WOOD LOGS

Chimney 
0036 CPD 90220 004 
Connecting flue pipe 
0036 CPD 90220 038
Liner
0036 CPD 90220 020

Chimney 
EN 1856-1 T200 P1 W L50040 O30
Connecting flue pipe 
EN 1856-2 T600 N1 D V2 L50040 G375
Liner
EN 1856-2 T600 N1 W V2 L50040 G

Chimney 
0036 CPD 90220 004 
Connecting flue pipe 
0036 CPD 90220 038
Liner
0036 CPD 90220 020

0036 CPD 90220 041

DESCRIPTION

SOLUTIONS FOR PELLETSSOLUTIONS FOR PELLETS

CE CERTIFICATE

DESIGNATION

MATERIALS

APPLICATIONS

SW PELLETS SW PELLETS BLACK DW PELLETS DEKO PELLETS 
Concentric chimney

EN 1856-1 
T200 P1 W V2-L50040 O50
T450 N1 W V2-L50040 G120

 - Inside wall:
   Stainless Steel 
    AISI 316L - 1.4404

 - Outside wall
   Stainless Steel 
    AISI 304 - 1.4301

- Stoves
- Inserts

Ø 80/125 and Ø 100/150

0036 CPD 90220 025
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